
CONSTRUCTION
1 CONDUCTOR

Material of conductor Solid or stranded copper (Class 1 or Class 2)
2 CIRCUIT PROTECTIVE CONDUCTOR

Material of conductor Solid or stranded copper (Class 1 or Class 2)
3 INSULATION

Material of insula�on PVC (Polyvinyl chloride) TI 1 acc. to EN 50363-3
4 OUTER SHEATH

Material of outer sheath PVC (Polyvinyl chloride) Type 6 acc. to BS 7655

TECHNICAL PROPERTIES

Can be installed in fixed installa�ons in dry or damp premises clipped to surface, on trays or in free air where the risk of 
mechanical damage would not be an issue. Suitable for laying in conduit or trunking where mechanical protec�on is required.

BS 6004                                STANDARD

TECHNICAL DATA

PVC INSULATED AND SHEATHED, FLAT TWIN & EARTH CABLES
6242Y (CU/PVC/PVC)

APPLICATION

Rated Cross-section Overall Diameter of Cable Net Weight (Approx.) Conductor DC Resistance at 
20C

Current Carrying Capacity

mm2 mm kg ohm/km ampere

2x1+1re 4,10 x 7,60 68 18,1 / 18,1 13
2x1,5+1re 4,60 x 8,50 82 12,1 / 18,1 16

2x2,5+1,5re 5,40 x 10,10 124 7,41 / 12,1 21

2x4+1,5re 6,10 x 11,60 176 4,61 / 12,1 27

2x6+2,5re 6,70 x 13,10 236 3,08 / 7,41 34

2x10+4rm 8,50 x 17,10 385 1,83 / 4,61 45

2x16+6rm 9,70 x 19,80 560 1,15 / 3,08 57


