
CONSTRUCTION
1 CONDUCTOR

Material of conductor Solid or stranded copper (Class 1 or Class 2)
2 INSULATION

Material of insula�on PVC (Polyvinyl chloride)
3 FILLER

Material of filler PE (Polyethylene)
4 OUTER SHEATH

Material of outer sheath PVC (Polyvinyl chloride)

TECHNICAL PROPERTIES

STANDARDS

Used in dry, damp, wet places, in workshops, factories, business areas and store rooms subject to fire and explosion danger, as 
outdoor, not underground, but under or on plaster, in conduit.

HD 21.4 S2                                      
VDE 0250-204                                
IEC 60227-4

PVC INSULATED AND SHEATHED INSTALLATION CABLE
NYM -05VV-U / 05VV R  (CU/PVC/PVC)

APPLICATION

TECHNICAL DATA

 

Min. Bending radius
Max opera�ng temperature
Max short circuit temperature
Rated voltage Uo/U
AC test voltage
Flame propaga�on test on single cable

10xD 12xD
70°
160°
300/500 V
2 KV
EN 60332-1

mm2 mm kg ohm/km ampere

2 Cores

2 x 1,5 8,40 116 12,10 22,00
2 x 2,5 9,60 159 7,41 30,00

2 x 4 10,50 204 4,61 40,00

2 x 6 11,50 263 3,08 51,00

2 x 10 14,50 425 1,83 70,00

2 x 16 18,40 698 1,15 94,00

3 Cores

3 x 1,5 8,80 134 12,10 22,00

3 x 2,5 10,00 184 7,41 30,00

3 x 4 11,00 242 4,61 40,00

3 x 6 12,50 329 3,08 51,00

3 x 10 15,50 527 1,83 70,00

3 x 16 18,00 762 1,15  94,00

Rated Cross-section Overall Diameter of Cable Net Weight (Approx.) Conductor DC Resistance at 
20C

Current Carrying Capacity



4 Cores

4 x 1,5 9,60  161  12,10  18,50

4 x 2,5 11,00  224  7,41  25,00

4 x 4 12,00  292  4,61  34,00
4 x 6 14,00  417  3,08  43,00
4 x 10 16,50  625  1,83  60,00
4 x 16 20,00  957  1,15  80,00

5 Cores
5 x 1,5  10,50 180  12,10  17,50
 5 x 2,5  12,00 250  7,41  24,00
 5 x 4  14,00 360  4,61  32,00
 5 x 6  15,50 480  3,08  41,00
 5 x 10  18,50 745  1,83  57,00
 5 x 16  23,00 1180  1,15  76,00
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